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PECK MANUFACTURING CO. 


PORTABLE TRUCK HOPPER INSTRUCTIONS 


IMPORTANT SAFETY INSTRUCTIONS 


Be sure all protective guards are in place during operation 
of the hopper. Never allow loose clothing or any part of the 
body to come in contact with moving parts. 

Do no adjust, service, lubricate, unclog, clean or move the 
hopper while it is in operation. 

No person under the age of 16 is allowed to operate the 
hopper, 

Keep children and untrained personnel at least 10' from the 
hopper. 

Place the hopper on level ground and block the wheels to 
prevent the hopper from moving while in operation. 

The electric power source must be locked and tagged out, in 
compliance with OSHA standard 1910.147 (c) (6) (1), if you are 
performing maintenance or unclogging the flighting. 

On hydraulic drive hoppers, disconnect the hydraulic hoses 
from the hydraulic motor or the tractor before performing 
Maintenance or unclogging the flighting. 


OPERATION 


Hydraulic- The hydraulic motor has 1/2" pipe threads. Make 
sure your hose has this thread before attaching. The RPM of the 
flighting is dependent on the number of gallons per minute which 
your tractor supplies. Approximately 12 to 14 gallons per minute 
will run it at the proper speed. If you have more flow than 
this, adjust the flow control valve on your tractor to a lower 
flow, if your tractor is so equipped. 

If your hopper becomes clogged for some reason, you can 
reverse the oil flow and attempt to clear it. 


Electric- The 8" hopper requires a 2 H.P. motor. The motor 
pulley needed is an approximately 3-1/2" 0.D. single groove, for 
a B width belt. The 10" hopper requires a 3 H.P. motor. The 
motor 
pulley needed is an approximately 3-1/4" 0.D. double groove, for 
a B width belt. 

Adjust the threaded rod to move the motor mount plate up or 
down to achieve the proper belt tension. Disconnect the power to 
the electric motor before resetting motor overloads. Be sure the 
equipment is properly grounded. 


LUBRICATION 


All hoppers are pre-lubricated at the factory. Bearings 
should be greased at regular intervals. 

The 8" hopper has four lubrication points. There are 2 
bronze bearings to grease. One is at the lower end of the 
horizontal flighting. The other one is in the pedestal, which 
can be greased through the hole in the half-round shield in the 


~~ 


hopper body. These should be greased after every 4 hours of 
operation. 

The universal joint under the same shield should be 
lubricated after every 12 hours of use. To do so, you must 
remove the half-round shield by taking two 3/8" nuts off and 
sliding the shield under the wire mesh guard. By turning the 
universal joint by hand, you can get the right location of the 
grease fitting. After greasing replace the shield. 

Once per year the ball bearing at the upper end of the 
inclined flighting needs to be lubricated. One pump of the 
grease gun with a clean tip is enough, for most bearing failures 
occur with either contamination or overgreasing, which damages 


the seals. 
The wheels each have a grease fitting, which should be 


lubricated once per year. 

The 10" hopper is lubricated similar to the 8" hopper except 
the bearing at the lower end of the horizontal flighting, It is 
a sealed ball bearing and requires no lubricating. Never 
lubric he hopper while it in operation. 
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= LIMITED WARRANTY 
— 
== Peck Manufacturing Company, Herman, Nebraska warrants each item 


of equipment sold by it to be free of defects in material and work- 
manship under normal use and service. The sole obligation of Peck 
Mfg. Co. under this warranty is limited to repairing or replacing, 
as Peck Mfg. Co. elects, any part or parts that prove to be, in Peck 
Mfg. Company's judgement, to be defective within eighteen months 
after sale to the user. The warranty period is limited to one year 


for commercial users. 
Peck Mfg. Co. will in no event be liable for consequential dam- 


age. This warranty shall not apply to defects due, directly or in- 
directly, to misuse, abuse, negligence or accidents, improper repairs 
or alterations, or to a lack of maintenance. This warranty shall not 
apply if the equipment was operated other than in accordance with 
the manufacturer's operating instructions. 


—, 


PLAN RIAREAAVRWLIORNUIRK ARGU 


nid 


i} 


To take advantage of this warranty, the product or parts must 
be returned for examination, postage prepaid, to us at Herman, Neb- 
raska. We will return the repaired product at our expense, if we 

determine there was a defect. 
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~ 8" PORTABLE TRUCK HOPPER 


ELECTRIC HYDRAULIC 
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10" PORTABLE TRUCK HOPPER 


ELECTRIC HYDRAULIC 
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Part No. 


PM 14B 
PM 15C 


10PTH 113 
10PTH 108 


PECK MANUFACTURING CO. 


P.O. BOX 260 HERMAN, NE 68029 
PHONE (402) 456-7314 
1-800-927-7572 


FAX (402) 456-7877 


PARTS PRICE LIST 


Portable Truck Hopper 8 & 10 PTH 


Description es 
3 Bolt Flanges (47MM) Pair 1.20 
3 Bolt Flanges (52MM) Pair 

i" Bronze Bearing 4.36 
1" Ball Bearing 

Boot Shaft 

Clamping Band - Wide 3,96 
1" Ball Bearing - 4 Bolt Mount 19.40 
1-1/4" Ball Bearing - 4 Bolt Mount 

Wire Screen 20,40 
Flighting End Shield 3.20 
Horizontal Flighting Assembly 42.00 
Hopper Body 79,20 
Discharge Tube 74.20 
Discharge Assembly 9.80 
Flex Coupling Half - 1" 

Flex Coupling Half - 1-1/4" Hardened 

Flex Coupling Chain - 6012 w/Conn. 
Coupling Shield 1,40 
Hydraulic Motor Mount 12.00 
Hydraulic Motor MGO4 - 1" Shaft 200,00 
Hydraulic Motor MGO6 - 1" Shaft 

Wheel - 16" w/3/4" Bore 

Motor Mount Back Bar 3.60 
Motor Mount Leg 7,40 
Inclined Plighting Assembly 52.00 
Pedestal 9,60 
Bronze Bearing 3.80 
Universal Joint with Paddles 34.40 
Universal Joint Shield 7.20 
Axle Bracket - Hydraulic 14.40 
Axle Bracket - Electric 16.00 
Threaded Rod Base 2.60 
Motor Mount Bed 6,60 
Threaded Rod 1.72 
Shield Bracket 4.00 
Pulley 12" - 1 Groove 18.20 
Pulley 14" - 2 Groove 

Shield - Belt 14.00 
Belt - B52 8.40 
Belt - B59 

Clamping Band - Narrow 2ve 


6" Wheel w/1/2" Bore 

Wheel Bracket 

Axle 

Universal Joint Shaft - Lower 
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